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Test Conducted:
1. Determination of dimensional stability and curing after exposure to heat (ISO 23999:2012)
. Rating/
Test Property Test procedures/requirements
Result

Determination of
dimensional stability
and curing after

exposure to heat

1. Measure the curling and dimension of the sample.

2 .Store the test pieces for 360+15 min in the oven, which had
previously been stabilized at (80+2) C.

3. Remove the metal plates bearing the test pieces from the
oven. Allow these to cool and recondition at a temperature of
(23£2) 'C and relative humidity (50+5) % for a further 24 h,

4. After reconditioning, measure the dimensional changes to
the test specimen. Dimensional

5. Measure the vertical distance between the support plate and | change:
the wear surface of the test specimen in four places around 0.15%
the edge (usually the corners), where the distance is

greatest. Carryout the measurements with the micrometer.

Lo—-L4)

To-21) .00
Ly

Lo is the initial length

L, is the length after test
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Slip resistance (DIN 51130:2014-02)

Rating/
Test Property | Test procedures/requirements Result
Prepare the test sample as the size of 100cm x 50cm, cleaning the surface
before test.
The temperature of the lab, shoes, lubricant and the decorative panels should
be keptat (23+5) C
Before test, apply a layer of lubricant on the surface of the decorative panels
evenly with a brush, the density should be ( 200 + 20 ) ml every square meter,
the outer bottom of the shoes should also be covered with lubricant.
a:6.4°
SLIP )
Rating:
RESISTANCE
R9

lllustration 1-bottom of the shoes for inspect

Inspector should maintain upright posture and walk forward and backward on
the decorative panels while watch below, stride width should reach half the
length of the shoes. Start from the horizontality; Increase the angle of
inclination of the panels at a angular velocity of about one degree every
second. Inspector will linger at critical areas many times to determine the
reliable walk limit inclination angle he or she can reached, repeat the above
procedure three times and start from the horizontality every time. Before the
second and the third time, reapply the lubricant on the surface as above with
the brush.
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Rating/

Test Property | Test procedures/requirements Result

|.Calibration of the test person

1. Each inspectors should walk on the every standard flooring for three times,
then calculate the average angle respectively :

@ akstij @Okstay @O0ksT-nj

2. The difference value will be calculated: Aagr.;, Adst.y, Alst. iy, If the
difference value is out of range of CrD95, the inspector should be eliminated
See below table 1

Table 1
Standard flooring
[ aS,i CrD95
St 8.7° 3.0°
St-ll 17.3° 3.0°
StIIA 27.3° 3.0°

Il . Test for sample
Two qualified inspector selected as above walk on the sample panels for three
times respectively, then calculate the mean value ag 1 and ag », then calculate
the corrected value Dj according to below table 2.

Table 2
Case Corrected value Dj

@01 < A St Dy =Aag1 ;

2

K St-1,1 5 201 < K Sl 20,1~ XK1 ] s

Dy =|Aagt 1+ (Aagty 1~ Adst 1)
K St-111 ~ ¥K St-11

N2
GKSt-IIL1 = @01 < AKSt-IA 40,1~ OK ST i|

1
Dy=| Aagt 1+ (Adstia 1~ Ast 1) -
A S-IATTaK ST V2

agst-a1 S g

1
Dy = Aagiquat—7=
T2

The result for inspector j : aj=a0,j+Dj
The final result for the two inspectors: a= ( a1+a2 ) /2,0n this basis and

according to table 3,give a final rating of slip resistance.
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Rating/

Test Property | Test procedures/requirements Result

Table3 —The relation between the corrected overall angle and the rating of the

slip resistance

a Rating
6°~10° R9
10° ~19° R 10
19°~27° R11
27°~35° R12
>35° R 13

lllustration 2 inspect device with safety mechanism ( inclined plane )

VI LT LTSS L LTI SLS LI LTSI TLS SIS,
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Test sample (Dimensional stability) Test sample (Slip resistance)

Standard flooring (Slip resistance) Test shoes (Slip resistance)
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